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NORTHSTAR MANUAL

DESCRIPTION OF CRAFT
1. Declaration of Conformity of Recreational Craft with the Design,
Construction and Noise Emission requirements of Directive 94/25/EC Craft Identification Number
as amended by Directive 2003/44/EC

Name of craft manufacturer: NORTHSTAR TEKNE URETIMI A.S. TIR MIAIR
Address : MOLLAFENARI YOLU PELITLI KOYU MEVKIi
Town: GEBZE / KOCAELI Post Code: TR - 41400 Country: TURKEY

Brand name of the craft: NORTHSTAR 220 CC  Type or number: POWER OB

Name of Authorised Representative (if applicable): Type of craft:
Address: [sailboat Xlmotorboat
Town: Post Code: Country: [inflatable

[Cother (specify):
Name of Notified Body for design and construction assessment (if applicable): _IMCI

Type of hull:

Address:_ Rue Abblé Cuypers 3

Ximonohull Cmultihull
Town: BRUXELLES  Post Code: B-1040 Country: BELGIUM ID Number:0609

[Cother (specify):

ECtype-examination Certificate number:BMTSVTO011 Date: (yr/month/day) 2006 /01 / 06

Construction material:

Name of Notified Body for noise emission assessment (if applicable): Caluminium, aluminium alloys ~ Xplastic, fiber reinforced plastic
Address: [Isteel, steel alloys [Jwood
Town: Post Code: Country: ID Number: [other (specify):
Maximum Design Category: A BX cd D]
Module used for construction assessment:
OA X Aa [B+C [B+D [B+E [B+F [JG [H Engine power: Max. Recommended: 172 kW,
Module used for noise emission assessment : Installed:___kW (if applicable)
A OaAa G OH
Other Community Directives applied: Length of hull Ly: 6,64 Beam of hull By: 2,49 m Draught T: 0,45 m
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Type of main Propulsion:

[(sails Xpetrol engine
[Odiesel engine [electric motor
[oars

[Cother (specify):

Type of engine:
Xoutboard [inboard
[z or sterndrive without integral exhaust
[z or sterndrive with integral exhaust

[other (specify):

Deck
Xfully decked [partly decked
[Jopen

[Cother (specify):

This declaration of conformity is issued under the sole responsibility of the manufacturer. |
declare on behalf of the craft manufacturer that the craft mentioned above complies with all
applicable essential requirements in the way specified (and is in conformity with the type for
which above mentioned EC type examination certificate has been issued) — delete text
between brackets if no EC type examination certificate has been issued

Name and function:Cengiz ARSAY Signature and title:President

(identification of the person empowered to
sign on behalf of the manufacturer or his

h ) (or an equivalent marking)
authorised representative)

 Z

Date and place of issue: (yr/month/day) _ / /
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2.5. LOCATION OF SEACOCKS AND THROUGH-HULL FITTINGS
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(*) Not available in all models

3. SYSTEMS AND CIRCUITS
3.1. ELECTRICAL SYSTEM
Please find location of electrical equipment on your boat on page 15.

A main cut off is switch provided inside the aft storage by the battery box.
This cut-off switch disconnects the battery from the electrical system of
your boat.

A switch panel with fuses are provided on the console for electrical
equipment. You can control the navigation lights, pole light, livewell pump,
shower pump and the bilge pumps. Since your boat is equipped with two
automatic bilge pumps, separate 3 position switches on the console are
provided for their operation. When your boat remains in the water, leave
bilge pump switches at Auto position for automatic operation.

AMCHOR RUMMING CABIM R WATER

PUMP

|-| OoRrRmM
LIGHT, LIGHTS, LIGHTS, ‘| '}

MORTHSTAR

Above is how your electrical switch panel looks like. Fuses are found in the
fuse holders below the switches. To replace, open the fuse holder with a
screw driver and close after installing a new fuse. Periodically check your

fuses and carry spares.
CAUTION

If a fuse consistently blows, please have your electrical circuitry checked
by a professional.
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NorthStar 220 CC is equipped with a removable 360° Pole light that
satisfies the 1 meter rule of the COLREG which requires a minimum of 1
meter height difference between the navigation lights and the pole light.

You are not required to keep this light installed during daytime when there
is good visibility. At night or when the visibility condition dictates the use of
the pole light, simply remove it from its location under the port bow hatch
and install it in the plug provided on the aft starboard side of the boat. To
retain it, tighten the locking collar. When not in use, simply remove it by
loosening its collar and stow it under the portside bow hatch by inserting it
on the clips provided.

This light is not supplied with T-Tops if your boat is equipped as there is a
fixed light at the top of the T-Top.

A switch will operate the port/starboard navigation light and must be used
in the dark or when the visibility condition dictates while underway. Fuse
15A.

A lighter type socket is provided to run extra accessories such as a
spotlight or to charge the mobile phone.

Battery acid is corrosive, so you have to protect eyes and skin if you have
to work on it. You must rinse splashes of acid with fresh water and consult
a doctor immediately. You can neutralize splashes of acid on the skin or on
clothes with acid transformer or soapsuds.

If one has drunk acid, please contact your doctor immediately.

Check and top up acid level periodically. Check from time to time if the
battery terminals have a tight sit and if there are corrosion patches.
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MAINTENANCE LOG |
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